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IDENTIFICATION






            



TRADEMARK


Soil Moist Spikes       Water retention aid

                               CAS #                                               71042-87-0, 100-26-9

                                            SYNONYMS                                   None                         




CHEMCIAL FAMILY                    
Crosslinked modified acrylic polymer with bisacrylamide

                                            MOLECULAR FORMULA           
Polymer

                                            MOLECULAR WGT.                     Polymer   

WARNING                SPILLS ARE SLIPPERY WHEN WET

INGREDIENTS        SOIL MOIST SPIKES contain polymer and fertilizer. No permissible exposure limits have been    

                                           established.

HEALTH                  SOIL MOIST is a chemically neutral material.  After use, in horticulture work, normal hygienic practice

                                          should be followed.

FIRE AND

EXPLOSION           FLASH POINT                       Not Applicable

HAZARD

INFORMATION    FLAMMABLE LIMITS         Not Applicable

                                  FIRE FIGHTING                    Use water, carbon dioxide or dry chemicals to extinguish 

                                                                                   fires.  Wear self-contained, positive pressure breathing 

                                                                                   apparatus and full fire fighting protective clothing.  Dust

                                                                                   may be explosive if mixed with air in critical proportions 

                                                                                   and in the presence of a source of ignition.

REACTIVITY       STABILITY                                        Stable

DATA                     CONDITIONS TO AVOID                Not Known

                                       POLYMERIZATION                         Will Not Occur

                                       CONDITIONS TO AVOID                None Known

                                      INCOMPATIBLE                               Strong oxidizing agents

                                      MATERIALS

                                      HAZARDOUS                                    Thermal decomposition of combustion may product carbon monoxide

                                      DECOMPOSITION                            and/or oxides of nitrogen

                                      PRODUCTS
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SOIL MOIST SPIKES 

PHYSICAL          APPEARANCE                                  Clear material in a spike form.
PROPERTIES     AND ODOR                                        No odor.

                              BOILING POINT                                Not Applicable

                                    MELTING POINT                               Not Applicable

                                    VAPOR PRESSURE                           Not Applicable

                                    SPECIFIC GRAVITY                         Not Applicable

                                    VAPOR DENSITY                              Not Applicable

                                    % VOLATILES                                   Approx. 4-10 % (H20)

                                   pH                                                          Not Applicable

                                   SOLUBILITY IN WATER                   Swells (does not dissolve). PH of aqueous system approx.  6.4 – 7.0

SPILL                    Spilled material is slippery when wet. Remove sources of ignition. Sweep up spills and place in a waste

PROCEDURE      disposal container. Disposal must be made in accordance with applicable government regulations.

SPECIAL              Maintain good housekeeping.

PRECAUTIONS   DO NOT ALLOW MATERIAL TO ENTER DRAINS.                                

This information is given without any warranty or representation.  We do not assume any legal responsibility for same.  It is offered solely for your consideration, investigation and verification.  Before using any product, read its label.

JRM Chemical, Inc.
4881 NEO Parkway

Cleveland, OH  44128

Phone:  216-475-8488

Fax:
  216-475-6517

 

